
Rollersafe 
Roller Shutter

An attractive mini roller shutter designed for smaller sized openings, 
using strong compact extruded profile these shutters can operate as 
a manual spring balanced door, a motorised door or a tambour screen 
door. Ideally suitable for small enclosures, cabinets, lockups and over 
windows these mini shutters offer style and security. One of the many 
benefits of the Rollersafe is the small headroom (roll size) requirements.
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Recommended width of slot 
through ceiling 65mm for 
doors up to 4000 wide

Door Guide
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Doors up to 1000mm                         200        50      200
Doors up to 2000mm 250        50      250
Doors up to 3000mm 300        50      300
Mullions - refer to data sheets

HEADROOM A SIDEROOM B PROJECTION C

SPECIFICATIONS
Curtain: Extruded aluminium double wall interlocking door slats fitted with nylon end-locks to control lateral 
movement and reduce noise and friction. Compact 40mm wide double wall slat provides added strength.
Bottom Bar: Extruded Aluminium Section incorporating a mohair brush strip underneath to prevent damaging 
the floor or counter top surfaces. Bottom rail is designed to retract flush with ceiling or lintel when door is opened. 
Locking: Two Point double sided deadlocking for security allows keyed access from either side of door. Snib 
thumb turn locking option is available allowing keyed locking from outside and thumb turn locking inside which 
meets fire egress code requirements.
Guides: Extruded Aluminium channel 20mm wide x 50mm deep, fixed conventionally behind door jambs or 
recessed into wall. Flared at top for smooth entry at screen.
Barrel: 60mm diameter door drum allows for minimal roll size, ideal for spaces with limited headroom. Torsion 
springs calculated to balance screen weight for lightweight operation.
Standard Finish: Satin Silver Anodised Aluminium. Powder coating of a wide range of colours available as an 
optional extra. Maximum recommended size for manual doors is 1500 wide x 1500 high. Contact Scotty Doors for 
recommendations over this size.

Scotty Doors Ltd has a continuing programme of product development and reserves the right to alter 
specificatiuons at any time without notice. A full range of extra details available at www.scottydoors.com

  Distributed by:        Manufactured by:

6 Atlas Place
Mairangi Bay
Auckland 0632
PO BOX 305 041, Triton Plaza, Auckland 0757
Phone: 0800 760 687 or +64 9 479 4779
Fax: +64 9 479 4771
Email: www.scottydoors.com
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